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Detecting a change in state of a signal emitted by at leastone of afirst | —— gg
signaling tag carried by a first surface or a second signaling tag carried
by a second surface

In response to detecting the change in state, determining that an object| — g4
associated with at least one of the first signaling tag or the second
signaling tag has been accessed
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SYSTEM, METHODS, APPARATUSES, AND
COMPUTER PROGRAM PRODUCTS FOR
DETECTING THAT AN OBJECT HAS BEEN
ACCESSED

TECHNOLOGICAL FIELD

Embodiments of the present invention relate generally to
tracking access to items and, more particularly, relate to sys-
tems, methods, apparatuses, and computer program products
for detecting that an object has been accessed.

BACKGROUND

In many instances, access to objects may be controlled,
such as for purposes of monitoring inventory, preventing
unauthorized access to objects, and/or the like. For example,
in the case of valuable objects and controlled items, such as
medical items, it may be important to track access to objects
to reduce the chance that an unauthorized party has accessed
an object and/or to facilitate inventory tracking. Accordingly,
efforts are ongoing to develop improved systems to enable
detection of access to an object.

BRIEF SUMMARY OF SOME EXAMPLES OF
THE INVENTION

Systems, methods, apparatuses, and computer program
products are herein provided for detecting that an object has
been accessed. Systems, methods, and apparatuses in accor-
dance with various embodiments provide several advantages
to computing devices and organizations charged with man-
aging inventory and/or tracking access to objects. In this
regard, some example embodiments provide a system for
detecting that an object has been accessed. More particularly,
some example embodiments utilize a change in state of a
signal emitted by one or more signaling tags resulting from a
transition of a surface carrying a signaling tag from a first
position to a second position to detect that an object has been
accessed.

For example, in some example embodiments, a first sig-
naling tag may be carried by a surface of a receptacle and a
second signaling tag may be carried by a surface of a closure
for the receptacle. When the closure is opened, a detectable
change in state of a signal emitted by the first signaling tag
and/or the second signaling tag may result such that it may be
detected that the receptacle has been accessed. Accordingly, it
may be determined that an item that may be stored in the
receptacle has been accessed.

As another example, in some example embodiments, a first
signaling tag may be carried by a surface of an object and a
second signaling tag may be carried by a surface on which the
object may rest. If the object is removed from the surface, a
detectable change in state of a signal emitted by the first
signaling tag and/or the second signaling tag may result such
that it may be detected that the object has been accessed.

In a first example embodiment, a method for detecting that
an object has been accessed is provided. The method may
comprise detecting a change in state of a signal emitted by at
least one of a first signaling tag carried by a first surface or a
second signaling tag carried by a second surface. The change
in state may result from the second surface being transitioned
from a first position to a second position. The first signaling
tag may be positioned on the first surface and the second
signaling tag may be positioned on the second surface such
that when the second surface is in the first position, the first
signaling tag and the second signaling tag are sufficiently
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2

proximate to each other such that a coupling occurs between
the first signaling tag and the second signaling tag resulting in
a first signal state being emitted by at least one of the first
signaling tag or the second signaling tag. When the second
surface is transitioned from the first position to the second
position, a decoupling between the first signaling tag and the
second signaling tag may result in a second signal state being
emitted by at least one of the first signaling tag or the second
signaling tag. The method may further comprise, in response
to detecting the change in state, determining that an object
associated with at least one of the first signaling tag or the
second signaling tag has been accessed.

In another example embodiment, an apparatus for detect-
ing that an object has been accessed is provided. The appara-
tus of this example embodiment may comprise at least one
processor. The at least one processor may be configured to
cause the apparatus of this example embodiment to detect a
change in state of a signal emitted by at least one of a first
signaling tag carried by a first surface or a second signaling
tag carried by a second surface. The change in state may result
from the second surface being transitioned from a first posi-
tion to a second position. The first signaling tag may be
positioned on the first surface and the second signaling tag
may be positioned on the second surface such that when the
second surface is in the first position, the first signaling tag
and the second signaling tag are sufficiently proximate to
each other such that a coupling occurs between the first sig-
naling tag and the second signaling tag resulting in a first
signal state being emitted by at least one of the first signaling
tag or the second signaling tag. When the second surface is
transitioned from the first position to the second position, a
decoupling between the first signaling tag and the second
signaling tag may result in a second signal state being emitted
by at least one of the first signaling tag or the second signaling
tag. The at least one processor may be further configured to
cause the apparatus of this example embodiment, in response
to detecting the change in state, to determine that an object
associated with at least one of the first signaling tag or the
second signaling tag has been accessed.

In a further example embodiment, a computer program
product for detecting that an object has been accessed is
provided. The computer program product of this example
embodiment includes at least one computer-readable storage
medium having computer-readable program code portions
stored therein. The computer-readable program code portions
of this example embodiment may comprise a program code
portion configured to detect a change in state of a signal
emitted by at least one of a first signaling tag carried by a first
surface or a second signaling tag carried by a second surface.
The change in state may result from the second surface being
transitioned from a first position to a second position. The first
signaling tag may be positioned on the first surface and the
second signaling tag may be positioned on the second surface
such that when the second surface is in the first position, the
first signaling tag and the second signaling tag are sufficiently
proximate to each other such that a coupling occurs between
the first signaling tag and the second signaling tag resulting in
a first signal state being emitted by at least one of the first
signaling tag or the second signaling tag. When the second
surface is transitioned from the first position to the second
position, a decoupling between the first signaling tag and the
second signaling tag may result in a second signal state being
emitted by at least one of the first signaling tag or the second
signaling tag. The computer-readable program code portions
of'this example embodiment may further comprise a program
code portion configured, in response to detecting the change
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in state, to determine that an object associated with at least
one of the first signaling tag or the second signaling tag has
been accessed.

In yet another example embodiment, a system for facilitat-
ing detection of an object being accessed is provided. The
system of this example embodiment may comprise a first
surface, a second surface, a first signaling tag carried by the
first surface, and a second signaling tag carried by the second
surface. The first signaling tag may be positioned on the first
surface and the second signaling tag may be positioned on the
second surface such that when the second surface is in a first
position, the first signaling tag and the second signaling tag
are sufficiently proximate to each other such that a coupling
occurs between the first signaling tag and the second signal-
ing tag resulting in a first signal state being emitted by at least
one of the first signaling tag or the second signaling tag. When
the second surface is transitioned from the first position to a
second position, a decoupling between the first signaling tag
and the second signaling tag may result in a second signal
state being emitted by at least one of the first signaling tag or
the second signaling tag.

The above summary is provided merely for purposes of
summarizing some example embodiments of the invention so
as to provide a basic understanding of some aspects of the
invention. Accordingly, it will be appreciated that the above
described example embodiments are merely examples and
should not be construed to narrow the scope or spirit of the
invention in any way. It will be appreciated that the scope of
the invention encompasses many potential embodiments,
some of which will be further described below, in addition to
those here summarized.

BRIEF DESCRIPTION OF THE DRAWING(S)

Having thus described embodiments of the invention in
general terms, reference will now be made to the accompa-
nying drawings, which are not necessarily drawn to scale, and
wherein:

FIG. 1 illustrates a system for detecting that an object has
been accessed according to some example embodiments;

FIG. 2 illustrates a block diagram of a detection apparatus
according to some example embodiments;

FIGS. 3A and 3B illustrate an example system for facili-
tating detection of an object being accessed according to
some example embodiments;

FIGS. 4A and 4B illustrate another example system for
facilitating detection of an object being accessed according to
some example embodiments;

FIGS. 5A and 5B illustrate a further example system for
facilitating detection of an object being accessed according to
some example embodiments;

FIGS. 6 A-6C illustrate an example system for facilitating
detection of an object being accessed along a conveyor sys-
tem according to some example embodiments;

FIGS. 7A-7B illustrate an example system for facilitating
detection of a hanging bag being accessed from a rack of two
or more hanging bags according to some example embodi-
ments; and

FIG. 8 is a flowchart according to an example method for
detecting that an object has been accessed according to some
example embodiments.

DETAILED DESCRIPTION

Some embodiments of the present invention will now be
described more fully hereinafter with reference to the accom-
panying drawings, in which some, but not all embodiments of
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the invention are shown. Indeed, the invention may be embod-
ied in many different forms and should not be construed as
limited to the embodiments set forth herein; rather, these
embodiments are provided so that this disclosure will satisfy
applicable legal requirements. [ike reference numerals refer
to like elements throughout. As used herein, the terms “data,”
“content,” “information” and similar terms may be used inter-
changeably to refer to data capable of being transmitted,
received, displayed and/or stored in accordance with various
example embodiments. Thus, use of any such terms should
not be taken to limit the spirit and scope of the disclosure.
Further, where a computing device is described herein to
receive data from or send data to another computing device, it
will be appreciated that the data may be received directly
from or sent directly to the another computing device, or may
be received/sent indirectly via one or more intermediary com-
puting devices, such as, for example, one or more servers,
relays, routers, network access points, and/or the like.

FIG. 1 illustrates a system 100 for detecting that an object
has been accessed according to some example embodiments.
It will be appreciated that the apparatus 102, as well as the
illustrations in other figures, are each provided as an example
of some embodiments and should not be construed to narrow
the scope or spirit of the disclosure in any way. In this regard,
the scope of the disclosure encompasses many potential
embodiments in addition to those illustrated and described
herein. As such, while FIG. 1 illustrates one example of a
configuration of a system for detecting that an objecthas been
accessed, numerous other configurations may also be used to
implement embodiments of the present invention.

In some example embodiments, the system 100 may com-
prise a detection apparatus 102. The detection apparatus may
comprise any computing device or plurality of computing
devices configured to interface with a tag reader 104 via a
communications link 106 to receive an indication of a signal
emitted by a signaling tag, such as the first signaling tag 108
and/or second signaling tag 110, and to detect a change in
state of a signal emitted by a signaling tag based atleast in part
on the indication received from the tag reader 104. By way of
non-limiting example, the detection apparatus 102 may com-
prise a desktop computer, laptop computer, mobile comput-
ing device, server, embedded computing device, and/or the
like.

In some example embodiments, the first signaling tag 108
and/or second signaling tag 110 may comprise radio fre-
quency (RF) tags. Accordingly, the description herein of
some embodiments of the invention refers to a signaling tag
(e.g., the signaling tags 108 and 110) as RF tags for purposes
of'example to describe a radio frequency signal as one type of
signal that may be emitted by a signaling tag. It will be
appreciated, however, that a signaling tag, such as the signal-
ing tags 108 and 110, may be configured to emit detectable
signals other than radio frequency, such as, for example,
ultrasound signals, optical signals, electrical current, electri-
cal voltage, an electrical field, a magnetic field, and/or the
like. It will thus be appreciated that wherever reference is
made to RF tags herein, it is merely one example of a signal-
ing tag and accordingly other types of signaling tags may be
substituted for RF tags.

Itwill be further appreciated that in some example embodi-
ments a signaling tag, such as the first signaling tag 108 or
second signaling tag 110, may comprise either an active tag or
a passive tag (e.g., an active or passive RF tag). Accordingly,
a reader used to monitor a state of a signal emitted by the
signaling tag may be configured to passively monitor the
signal state or to actively interrogate the signaling tag. As
such, any signal emitted by a signaling tag may be emitted in
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response to being interrogated by the tag reader 104, if the
signaling tag is embodied as a passive tag.

The tag reader 104 may be embodied as any signaling tag
reader configured to read a signal that may be emitted by a
signaling tag(s) (e.g., the first signaling tag 108, second sig-
naling tag 110, and/or other signaling tag) such that a change
in state of the signal may be detected by the detection appa-
ratus 102. As an example, the tag reader 104 may, for
example, comprise an RF tag reader in embodiments in which
one or more of the first signaling tag 108 or second signaling
tag 110 comprise RF tags. Depending on embodiments of the
first signaling tag 108 and second signaling tag 110, the tag
reader 104 may be configured to passively read an emitted
signal (e.g., for an active RF tag) and/or to actively interrogate
the signaling tag 16 (e.g., for a passive RF tag). The tag reader
104 may be located anywhere within sufficient proximity to
detect a change in state of a signal emitted by one or more of
the first signaling tag 108 or second signaling tag 110. The tag
reader 104 may, for example, be positioned at a location at
which an object to be monitored may be accessed. For
example, the tag reader 104 may be positioned at a dispensary
where health care items (e.g., medical supplies, drugs, and/or
the like) may be maintained in one or more receptacles so that
access to the health care items may be monitored. As another
example, the tag reader 104 may be positioned at a station
along a conveyor system on which an object may be moved.
In this regard, if the object is accessed at the station, the tag
reader 104 of such example embodiments may be configured
to enable detection that the object has been accessed.

Although referred to as a tag reader, it will be appreciated
that the tag reader 104 may comprise a system comprising a
plurality of components. For example, the tag reader 104 may
comprise a tag reader component connected to one or more
antennas configured to receive a signal emitted by a signaling
tag and transmit the signal to the tag reader component so that
the tag reader component may read the signal.

In some embodiments, the communications link 106 com-
prises a direct wired connection or wireless communications
link between the tag reader 104 and detection apparatus 102.
Additionally or alternatively, in some example embodiments,
the communications link 106 comprises a network (e.g., a
wireline network, wireless network, or some combination
thereof) through which the tag reader 104 and detection appa-
ratus 102 may be interfaced.

Referring now to FIG. 2, FIG. 2 illustrates a block diagram
of a detection apparatus 102 according to some example
embodiments. In some example embodiments, the detection
apparatus 102 includes various means for performing the
various functions described herein. These means may
include, for example, one or more of a processor 120,
memory 122, communication interface 124, user interface
126, or detection unit 128 for performing the various func-
tions herein described. The means of the apparatus 102 as
described herein may be embodied as, for example, circuitry,
hardware elements (e.g., a suitably programmed processor,
combinational logic circuit, and/or the like), a computer pro-
gram product comprising a computer-readable medium (e.g.
memory 122) storing computer-readable program instruc-
tions (e.g., software or firmware) that are executable by a
suitably configured processing device (e.g., the processor
120), or some combination thereof.

The processor 120 may, for example, be embodied as vari-
ous means including one or more microprocessors, one or
more coprocessors, one or more multi-core processors, one or
more controllers, processing circuitry, one or more comput-
ers, various other processing elements including integrated
circuits such as, for example, an ASIC (application specific
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integrated circuit) or FPGA (field programmable gate array),
or some combination thereof. Accordingly, although illus-
trated in FIG. 2 as a single processor, in some embodiments
the processor 120 may comprise a plurality of processors. The
plurality of processors may be embodied on a single comput-
ing device or may be distributed across a plurality of comput-
ing devices collectively configured to function as the detec-
tion apparatus 102. The plurality of processors may be in
operative communication with each other and may be collec-
tively configured to perform one or more functionalities of the
detection apparatus 102 as described herein. In some embodi-
ments, the processor 120 may be configured to execute
instructions stored in the memory 122 or otherwise accessible
to the processor 120. These instructions, when executed by
the processor 120, may cause the detection apparatus 102 to
perform one or more of the functionalities of the apparatus
102 as described herein. As such, whether configured by
hardware or software methods, or by a combination thereof,
the processor 120 may comprise an entity capable of perform-
ing operations according to embodiments of the present
invention while configured accordingly. Thus, for example,
when the processor 120 is embodied as an ASIC, FPGA orthe
like, the processor 120 may comprise specifically configured
hardware for conducting one or more operations described
herein. Alternatively, as another example, when the processor
120 is embodied as an executor of instructions, such as may
be stored in the memory 122, the instructions may specifically
configure the processor 120 to perform one or more algo-
rithms and operations described herein.

The memory 122 may include, for example, volatile and/or
non-volatile memory. Although illustrated in FIG. 2 as a
single memory, the memory 122 may comprise a plurality of
memories. The plurality of memories may be embodied on a
single computing device or distributed across a plurality of
computing devices. The memory 122 may comprise, for
example, a hard disk, random access memory, cache memory,
flash memory, an optical disc (e.g., a compact disc read only
memory (CD-ROM), digital versatile disc read only memory
(DVD-ROM), or the like), circuitry configured to store infor-
mation, or some combination thereof. In this regard, the
memory 122 may comprise any non-transitory computer
readable storage medium. The memory 122 may be config-
ured to store information, data, applications, instructions,
and/or the like for enabling the detection apparatus 102 to
carry out various functions in accordance with example
embodiments of the present invention. For example, in some
example embodiments, the memory 122 is configured to
buffer input data for processing by the processor 120. Addi-
tionally or alternatively, in some example embodiments, the
memory 122 is configured to store program instructions for
execution by the processor 120. The memory 122 may store
information in the form of static and/or dynamic information.
This stored information may be stored and/or used by the
detection unit 128 during the course of performing its func-
tionalities.

In some example embodiments, the detection apparatus
102 may include a communication interface(s), such as the
communication interface 124. In embodiments including a
communication interface, the communication interface 124
may be embodied as any device or means embodied in cir-
cuitry, hardware, a computer program product comprising a
computer readable medium (e.g., the memory 122) storing
computer readable program instructions executed by a pro-
cessing device (e.g., the processor 120), or a combination
thereof that is configured to receive and/or transmit data from/
to another device with which the detection apparatus 102 may
be in communication. In some example embodiments, the
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communication interface 124 is at least partially embodied as
or otherwise controlled by the processor 120. In this regard,
the communication interface 124 may be in communication
with the processor 120, such as via a bus. The communication
interface 124 may additionally be in communication with the
memory 122, user interface 126, and/or detection unit 128,
such as via a bus. The communication interface 124 may
include, for example, an antenna, a transmitter, a receiver, a
transceiver and/or supporting hardware or software for
enabling communications with another computing device.
The communication interface 124 may be configured to
receive and/or transmit data using any protocol that may be
used for communications between computing devices. As an
example, the communication interface 124 may be config-
ured to be configured receive and/or transmit data from/to the
tag reader 104 via the communication link 106.

In some example embodiments, the detection apparatus
102 may include a user interface 126. However, in other
embodiments, such as some example embodiments in which
the detection apparatus 102 is embodied as a server or embed-
ded device, some aspects of the user interface 126 may be
limited, or the user interface 126 may be omitted altogether.
The user interface 126 may be in communication with the
processor 120 to receive an indication of a user input and/or to
provide an audible, visual, mechanical, or other output to a
user. As such, the user interface 126 may include, for
example, a keyboard, a mouse, a joystick, a display, a touch
screen display, a microphone, a speaker, and/or other input/
output mechanisms. The user interface 126 may be in com-
munication with the memory 122, communication interface
124, and/or detection unit 128, such as via a bus.

The detection unit 128 may be embodied as various means,
such as circuitry, hardware, a computer program product
comprising a computer readable medium (e.g., the memory
122) storing computer readable program instructions
executed by a processing device (e.g., the processor 120), or
some combination thereof and, in some example embodi-
ments, is embodied as or otherwise controlled by the proces-
sor 120. In embodiments wherein the detection unit 128 is
embodied separately from the processor 120, the detection
unit 128 may be in communication with the processor 120.
The detection unit 128 may further be in communication with
one or more of the memory 122, communication interface
124, or user interface 126, such as via a bus.

FIGS. 3A and 3B illustrate an example system 300 that
may be used with the system 100 to facilitate detection of an
object being accessed according to some example embodi-
ments. In some example embodiments, the first signaling tag
108 may be carried by a first surface 302 and the second
signaling tag 110 may be carried by a second surface 304.
While the surfaces 302 and 304 are illustrated in FIGS. 3A
and 3B as being substantially planar, it will be appreciated
that the signaling tags 108 and 110 may be carried by any type
of surface, including non-planar surfaces. In some example
embodiments, a signaling tag may be carried by a surface
through attachment to a face of a surface. As another example,
in some example embodiments, a signaling tag may be car-
ried by a surface through integration of the signaling tag into
the surface. In some example embodiments, the first surface
302 and/or second surface 304 may comprise a surface of an
object, access of which may be detected in accordance with
one or more example embodiments.

The first signaling tag 108 may be positioned on the first
surface 302 and the second signaling tag 110 may be posi-
tioned on the second surface 304 such that when the second
surface 304 is in the first position 306 illustrated in FIG. 3 A,
the first signaling tag 108 and the second signaling tag 110 are
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sufficiently proximate to each other such that a coupling
occurs between the first signaling tag 108 and the second
signaling tag 110 resulting in a first signal state being emitted
by at least one of the first signaling tag 108 or the second
signaling tag 110. If the second surface 304 is transitioned to
aposition, such as the second position 308 illustrated in FIG.
3B, in which the first signaling tag 108 and second signaling
tag 110 are no longer sufficiently proximate to each other to
result in a coupling between the first signaling tag 108 and the
second signaling tag 110, a decoupling between the first
signaling tag 108 and the second signaling 110 tag may result
in asecond signal state being emitted by at least one of the first
signaling tag 108 or the second signaling tag 110. Transition-
ing of the second surface 304 from the first position 306 to the
second position 308 may, for example, result from human
manipulation, machine manipulation, and/or any other force
which may result in transition of the second surface 304 from
the first position 306 to the second position 308.

Accordingly, when the second surface 304 is transitioned
from the first position 306 to the second position 308, a
change in state of a signal emitted by one or more of the first
signaling tag 108 or the second signaling tag 110 may result.
As a signal emitted by the first signaling tag 108 and/or
second signaling tag 110 may be read by the tag reader 104,
the detection unit 128 may be configured to detect the change
in state based at least in part on the indication of a read state
received from the tag reader 104.

It will be appreciated that a change in state resulting from
transition of the surface 304 from first position 306 to second
position 308 may comprise any of a variety of changes in
state. For example, in some example embodiments wherein
both the first signaling tag 108 and the second signaling tag
110 comprise RF tags, when the second surface 304 is in the
first position 306 such that the signaling tags 108 and 110 are
within sufficient proximity of each other to couple, an anten-
na(s) of one or more of the first signaling tag 108 or the second
signaling tag 110 may be detuned such that the antenna does
not emit a readable or otherwise detectable signal. However,
when the second surface 304 is transitioned to the second
position 308 such that the signaling tags 108 and 110
decouple, the detuned antenna(s) may become tuned and emit
a readable signal. Accordingly, in some embodiments, the
signal state change comprises emission of a readable signal
from a signaling tag that was not previously emitting a read-
able signal.

In another example, in some example embodiments in
which both the first signaling tag 108 and the second signaling
tag 110 comprise RF tags, when the second surface 304 is in
the first position 306 such that the signaling tags 108 and 110
are within sufficient proximity of each other to couple, the
coupling may cause an antenna(s) of one or more of the first
signaling tag 108 or the second signaling tag 110 to emit a
readable or otherwise detectable signal. However, when the
second surface 304 is transitioned to the second position 308
such that the signaling tags 108 and 110 decouple, the
antenna(s) may become detuned such that a readable signal is
no longer emitted. Accordingly, in some embodiments, the
signal state change comprises cessation of emission of a
readable signal from a signaling tag that was previously emit-
ting a readable signal.

Inyet another example, the signaling tags 108 and 110 may
each comprise a primary antenna and a secondary antenna.
The primary antennas may be configured to emit a readable or
otherwise detectable signal when the second surface 304 is in
the first position 306 such that the signaling tags 108 and 110
are within sufficient proximity to couple, while the secondary
antennas may be detuned so that the secondary antennas do
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not emit a readable signal. However, when the second surface
304 is transitioned to the second position 308 such that the
signaling tags 108 and 110 decouple, the secondary antennas
may be activated and emit a readable signal. Accordingly, in
some embodiments, the signal state change comprises emis-
sion of a second or new readable signal from one or more of
the first signaling tag 108 or the second signaling tag 110. The
new emitted signal may be in addition to that initially emitted
by the primary antennas or in lieu of the initial signal emitted
by the primary antennas when the second surface 304 was in
the first position 306.

In still a further example, the signaling tag 108 and/or
signaling tag 110 may be configured to emit a signal having a
first communication field and/or a first frequency when the
second surface 304 is in the first position 306 and the signal-
ing tags 108 and 110 are within sufficient proximity to couple
with each other. When the second surface 304 is transitioned
to the second position 308 such that the signaling tags 108 and
110 decouple, the signaling tag 108 and/or signaling tag 110
may be configured to emit a signal having a second commu-
nication field and/or a second frequency. The tag reader 104
and/or detection unit 128 may be configured to differentiate
between the first and second communication fields/frequen-
cies. In some embodiments, the first communication field
may comprise a near-field UHF signal that has different char-
acteristics and properties from the second communication
field, which may comprise a far-field UHF signal. In other
embodiments, the second frequency may comprise a near-
field UHF signal and the first frequency may comprise a
far-field UHF signal. Accordingly, in some example embodi-
ments, the change in state may comprise a change from a first
communication field/frequency to a second communication
field/frequency

In yet another example, decoupling of the signaling tags
108 and 110 may result in one or more of the signaling tag 108
or the signaling tag 110 varying the amplitude (e.g., increas-
ing the amplitude, decreasing the amplitude, or the like) of an
emitted signal such that the tag reader 104 and/or detection
unit 128 may detect the amplitude variation when the surface
304 is transitioned to the second position 308.

It will be appreciated that the above described example
changes in signal state are merely examples of some example
embodiments. In this regard, embodiments may utilize any
measurable change in signal state triggered when the second
surface 304 is transitioned to the second position 308 such
that the first signaling tag 108 and the second signaling tag
110 decouple.

In some example embodiments, the detection unit 128 may
be configured to determine, in response to the detected
change in state, that an object associated with one or more of
the first signaling tag 108 or the second signaling tag 110 has
been accessed. For example, in some embodiments, a signal
emitted by one or more of the first signaling tag 108 or the
second signaling tag 110 may carry a unique code or other
signaling tag identifier that identifies the particular signaling
tag. This signaling tag identifier may be read by the tag reader
104 and may be interpreted by the detection unit 128. The
signaling tag identifier may be associated with a particular
object. Information may be stored, such as in a database, in
the memory 122 correlating signaling tag identifiers for one
or more signaling tags to associated objects. The detection
unit 128 may accordingly be configured in some example
embodiments to retrieve information associated with a par-
ticular signaling tag by determining the signaling tag identi-
fier from a detected signal read by the tag reader 104 and
looking up the signaling tag identifier to retrieve the informa-
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tion associated with the signaling tag, which may be used to
identify an object that has been accessed.

The detection unit 128 may be further configured to log an
entry in a database or other record reflecting that the object
has been accessed. Accordingly, an object may be tracked,
such as for purposes of inventory management, enforcing
privileged access restrictions, and/or the like.

In some example embodiments, an accessed object may
comprise and/or may be associated with a particular item. For
example, in some example embodiments, such as that illus-
trated in FIGS. 4A and 4B, an object may comprise a recep-
tacle in which one or more items may be maintained. It will be
appreciated that an item associated with an accessed object
may comprise any type of item for which it may be desirable
to track access to the item, such as for inventory purposes,
enforcing privileged access restrictions, and/or the like. For
example, the item may comprise a health care item, such as a
medical supply, drug, and/or the like.

In some example embodiments, the first signaling tag 108
and second signaling tag 110 may each emit a signal indica-
tive of a unique identifier associated with the tags. Accord-
ingly, the first signaling tag 108 may be configured to emit a
signal indicative of a first identifier that identifies the first
signaling tag 108, and the second signaling tag 110 may be
configured to emit a signal indicative of a second identifier
that identifies the second signaling tag 110. In some such
example embodiments, if there is a change in state of only one
of'the first signaling tag 108 or the second signaling tag 110,
in an instance in which the second surface 304 is transitioned
to the second position 308, the detection unit 128 may be
configured to determine that the signaling tag for which a
change in state is not detected is defective. Accordingly, such
example embodiments may be used to identify potentially
defective signaling tags so that they may be replaced. It will
be appreciated, however, that in other example embodiments,
the first signaling tag 108 and second signaling tag 110 may
be configured to emit signals conveying identical or other-
wise non-unique identifiers.

FIGS. 4A and 4B illustrate another example system for
facilitating detection of an object being accessed according to
some example embodiments. In this regard, FIGS. 4A and 4B
illustrate an example embodiment in which the object com-
prises a receptacle 402. While illustrated as a box in FIGS.4A
and 4B, it will be appreciated that the receptacle 402 may take
on any form having an interior portion that is configured to
serve as a receptacle for (e.g., contain) one or more items. The
receptacle 402 may comprise a surface 404, which may carry
a signaling tag 406. The surface 404 and signaling tag 406
may correspond to some embodiments of the first surface 302
and first signaling tag 108, respectively.

The embodiments illustrated in FIGS. 4A and 4B may
further comprise a closure 408 for the receptacle 402. While
illustrated in FIGS. 4A and 4B as a hinged lid, it will be
appreciated that the closure 408 may take any of a variety of
forms that may be used to close or otherwise limit access to
the interior portion of the receptacle 402. Accordingly, the
form of the closure 408 may depend at least in part on the form
of the receptacle 402. By way of non-limiting example, the
closure 408 may comprise a non-hinged lid, a cover, a cap,
plug, and/or other type of closure that may restrict access to
the interior portion of the receptacle 402 when the closure 408
is in a closed position, such as the closed position 414 illus-
trated in FIG. 4A. The closure 408 may comprise a surface
410, which may carry a signaling tag 412. The surface 410
and signaling tag 412 may correspond to some embodiments
of the second surface 304 and second signaling tag 110,
respectively.
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When the closure 408 is in the closed position 414, the
signaling tag 406 and signaling tag 412 may be positioned on
the surfaces 404 and 410, respectively, such that the signaling
tags 406 and 412 couple. When the closure 408 is transitioned
from the closed position 414 to an open position, such as the
open position 416 illustrated in FIG. 4B, the signaling tags
406 and 412 may decouple such that a detectable change in
state of a signal emitted by one or more of the signaling tag
406 or the signaling tag 412 may result. Accordingly, in such
example embodiments, the detection unit 128 may be config-
ured to detect the change in state and, in response to the
change in state, determine that the receptacle 402 has been
accessed.

In some such example embodiments, the detection unit 128
may be configured to further determine that an item has been
added to the receptacle 402 and/or that an item has been
removed from the receptacle 402 in response to a detected
change in state. For example, if the receptacle 402 is associ-
ated with storage of a particular healthcare item, the detection
unit 128 may be configured to determine based at least in part
on detection of the change in state that the associated health-
care item has been removed from and/or added to the recep-
tacle 402.

FIGS. 5A and 5B illustrate a further example system for
facilitating detection of an object being accessed according to
some example embodiments. In the example of FIG. 5A, an
object 502 is illustrated as resting on a surface 504. The
surface 504 may carry a signaling tag 506. The surface 504
and signaling tag 506 may correspond to some embodiments
of the first surface 302 and first signaling tag 108, respec-
tively. The object 502 may comprise a surface 508, which
may carry a signaling tag 510. The surface 508 and signaling
tag 510 may correspond to some embodiments of the second
surface 304 and second signaling tag 110, respectively.

When the object 502 is resting on the surface 504 in the
position illustrated in FIG. 5A, the signaling tags 506 and 510
may be positioned on the surfaces 504 and 508, respectively,
such that the signaling tags 506 and 510 couple. When the
object 502 is transitioned from the position illustrated in FIG.
5A to the position illustrated in FIG. 5B such that the object
502 is no longer resting on the surface 504, the signaling tags
506 and 510 may decouple such that a detectable change in
state of a signal emitted by one or more of the signaling tag
506 or the signaling tag 510 may result. Accordingly, in such
example embodiments, if the object 502 is accessed and
removed from the surface 504, removal of the object 502 from
the surface 504 may be detected by the detection unit 128.

FIGS. 6 A-6C illustrate an example system for facilitating
detection of an object being accessed along a conveyor sys-
tem according to some example embodiments. Referring first
to FIG. 6A, a conveyor system 600 is illustrated. The con-
veyor system 600 may include a conveyor 602 that may be
configured to transport an object 604, which may comprise a
bin, tray, or other object comprising one or more receptacles
through the conveyor system 600. While illustrated in the
examples of FIGS. 6 A-6C as a belt conveyor, it will be appre-
ciated that any type of conveying mechanism that may trans-
port the object 604 may be substituted for the belt conveyor in
other example embodiments. The conveyor system may
include one or more stations. A station may comprise a loca-
tion along the conveyor system at which the object 604 may
be accessed. A tag reader 606 may be positioned at a station
along the conveyor system. The tag reader 606 may corre-
spond to an embodiment of the tag reader 104, and may be
coupled to a detection apparatus 102 via a communication
link 106.
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Referring to FIG. 6B, the object 604 may be stopped at the
station, such as within proximity of the tag reader 606. In the
example illustrated in FIGS. 6A-6C, the object 604 may
comprise a tray comprising a plurality of bins 608. Each bin
608 may have an interior receptacle portion for containing
one or more items and a closure, such as a hinged lid. In FIG.
6B, the closure of each bin 608 is in a closed position. Each
bin 608 may include a set of signaling tags 610. The set of
signaling tags 610 may correspond to a set including an
embodiment of a first signaling tag 108 and a second signal-
ing tag 110. When the bins 608 are in the closed position
illustrated in FIG. 6B, the signaling tags in the signaling tag
sets 610 may couple. However, as illustrated in FIG. 6C, if a
closure 612 of a receptacle portion 614 of one of the bins 608
is opened, a signaling tag 616 that may be carried by a surface
of'the receptacle portion 614 and a signaling tag 618 that may
be carried by a surface of the closure 612 may decouple. The
decoupling may result in a change in state of a signal that may
be emitted by one or more of the signaling tag 616 or the
signaling tag 618. This change in state may be detected by the
detection unit 128 via an indication that may be received from
the tag reader 606 such that access to a bin 608 at the station
may be detected.

FIGS. 7A-7B illustrate an example system for facilitating
detection of a hanging bag being accessed from a rack of two
or more hanging bags according to some example embodi-
ments. In this example, two or more bags or other containers
may be hung from a rod or other hanging device. The bags
may contain items, such as medication (e.g., vials, blister
packs of medication, fluid, and/or the like). In the example of
FIGS.7A and 7B, afirst bag 702 may carry a signaling tag 704
on a surface of the first bag 702. A second bag 706 may carry
a signaling tag 708 on a surface of the second bag 706. When
the first bag 702 and second bag 706 are positioned adjacent
to each other on the hanging rod, as illustrated in FIG. 7A, the
signaling tags 704 and 708 may couple. However, when the
second bag 706 is transitioned to a position farther from the
first bag 702, such as in FIG. 7B in which the second bag 706
has been removed from the hanging rod, the signaling tags
704 and 708 may decouple such that a detectable change in
state of a signal emitted by one or more of the signaling tag
704 or the signaling tag 708 may result. Accordingly, in such
example embodiments, if a bag, such as the second bag 706,
is removed from the hanging rod, removal of the bag may be
detected by the detection unit 128.

FIG. 8 illustrates a flowchart according to an example
method for detecting that an object has been accessed accord-
ing to some example embodiments. In this regard, FIG. 8
illustrates a method that may be at least partially performed
by a detection apparatus 102. The operations illustrated in and
described with respect to FIG. 8 may, for example, be per-
formed by, with the assistance of, and/or under the control of
one or more of the processor 120, memory 122, communica-
tion interface 124, user interface 126, or detection unit 128.
Operation 800 may comprise detecting a change in state of a
signal emitted by at least one of a first signaling tag carried by
a first surface or a second signaling tag carried by a second
surface. Detection may, for example, be based at least in part
on an indication received from a tag reader 104. The proces-
sor 120, memory 122, communication interface 124, and/or
detection unit 128 may, for example, provide means for per-
forming operation 800. Operation 810 may comprise, respon-
sive to detecting the change in state, determining that an
object associated with at least one of the first signaling tag or
the second signaling tag has been accessed. The processor
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120, memory 122, communication interface 124, and/or
detection unit 128 may, for example, provide means for per-
forming operation 810.

FIG. 8 illustrates a flowchart of a system, method, and
computer program product according to example embodi-
ments of the invention. It will be understood that each block
of'the flowchart, and combinations of blocks in the flowchart,
may be implemented by various means, such as hardware
and/or a computer program product comprising one or more
computer-readable mediums having computer readable pro-
gram instructions stored thereon. For example, one or more of
the procedures described herein may be embodied by com-
puter program instructions of a computer program product. In
this regard, the computer program product(s) which embody
the procedures described herein may be stored by one or more
memory devices of a server, desktop computer, laptop com-
puter, mobile computer, or other computing device (e.g., a
detection apparatus 102) and executed by a processor (e.g.,
the processor 120) in the computing device. In some embodi-
ments, the computer program instructions comprising the
computer program product(s) which embody the procedures
described above may be stored by memory devices of a plu-
rality of computing devices. As will be appreciated, any such
computer program product may be loaded onto a computer or
other programmable apparatus to produce a machine, such
that the computer program product including the instructions
which execute on the computer or other programmable appa-
ratus creates means for implementing the functions specified
in the flowchart block(s). Further, the computer program
product may comprise one or more computer-readable
memories on which the computer program instructions may
be stored such that the one or more computer-readable memo-
ries can direct a computer or other programmable apparatus
to function in a particular manner, such that the computer
program product comprises an article of manufacture which
implements the function specified in the flowchart block(s).
The computer program instructions of one or more computer
program products may also be loaded onto a computer or
other programmable apparatus to cause a series of operations
to be performed on the computer or other programmable
apparatus to produce a computer-implemented process such
that the instructions which execute on the computer or other
programmable apparatus implement the functions specified
in the flowchart block(s).

Accordingly, blocks or steps of the flowchart support com-
binations of means for performing the specified functions and
combinations of steps for performing the specified functions.
It will also be understood that one or more blocks of the
flowcharts, and combinations of blocks in the flowchart, may
be implemented by special purpose hardware-based com-
puter systems which perform the specified functions or steps,
or combinations of special purpose hardware and computer
program product(s).

The above described functions may be carried out in many
ways. For example, any suitable means for carrying out each
of the functions described above may be employed to carry
out embodiments of the invention. In one embodiment, a
suitably configured processor may provide all or a portion of
the elements of the invention. In another embodiment, all or a
portion of the elements of the invention may be configured by
and operate under control of a computer program product.
The computer program product for performing the methods
of embodiments of the invention includes a computer-read-
able storage medium, such as the non-volatile storage
medium, and computer-readable program code portions, such
as a series of computer instructions, embodied in the com-
puter-readable storage medium.

Many modifications and other embodiments of the inven-
tions set forth herein will come to mind to one skilled in the art
to which these inventions pertain having the benefit of the
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teachings presented in the foregoing descriptions and the
associated drawings. Therefore, it is to be understood that the
embodiments of the invention are not to be limited to the
specific embodiments disclosed and that modifications and
other embodiments are intended to be included within the
scope of the appended claims. Moreover, although the fore-
going descriptions and the associated drawings describe
example embodiments in the context of certain example com-
binations of elements and/or functions, it should be appreci-
ated that different combinations of elements and/or functions
may be provided by alternative embodiments without depart-
ing from the scope of the appended claims. In this regard, for
example, different combinations of elements and/or functions
than those explicitly described above are also contemplated
as may be set forth in some of the appended claims. Although
specific terms are employed herein, they are used in a generic
and descriptive sense only and not for purposes of limitation.

What is claimed is:

1. A method for detecting that an object has been accessed,
the method comprising:

detecting a change in state of a signal emitted by at least

one of a first signaling tag carried by a first surface or a
second signaling tag carried by a second surface, the
change in state resulting from the second surface being
transitioned from a first position to a second position,
wherein the first signaling tag is positioned on the first
surface and the second signaling tag is positioned on the
second surface such that when the second surface is in
the first position, the first signaling tag and the second
signaling tag are sufficiently proximate to each other
such that a coupling occurs between the first signaling
tag and the second signaling tag, whereby an antenna of
at least one of the first signaling tag or the second sig-
naling tag is at least partially detuned by the coupling,
thereby resulting in a first signal state being emitted by at
least one of the first signaling tag or the second signaling
tag, and wherein when the second surface is transitioned
from the first position to the second position, wherein
transitioning from the first position to the second posi-
tion increases the distance between the first signaling tag
and the second signaling tag such that a decoupling
between the first signaling tag and the second signaling
tag results in the antenna of at least one of the first
signaling tag or the second signaling tag no longer being
at least partially detuned, thereby resulting in a second
signal state being emitted by at least one of the first
signaling tag or the second signaling tag; and

in response to detecting the change in state, determining,

by a processor, that an object associated with at least one
of the first signaling tag or the second signaling tag has
been accessed.

2. The method of claim 1, further comprising:

logging an entry in a database reflecting that the object has

been accessed.

3. The method of claim 1, wherein the object comprises a
receptacle in which a healthcare item is stored, the method
further comprising determining, in response to detecting the
change in state, that the healthcare item has been accessed.

4. The method of claim 1, wherein the object comprises a
receptacle, the method further comprising determining, in
response to detecting the change in state, one of that an item
has been added to the receptacle or that an item has been
removed from the receptacle.

5. The method of claim 1, wherein detecting the change in
state comprises detecting the change in state based at least in
part on an indication received from a tag reader positioned at
a station along a conveyor system used to move the object, the
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tag reader being configured to read a signal emitted by one or
more of the first signaling tag or the second signaling tag.

6. The method of claim 1, wherein in an instance in which
a change in state is detected for only one of the first signaling
tag or the second signaling tag, the method further comprises:

determining that the one of the first signaling tag or the

second signaling tag for which a change in state is not
detected is defective.

7. The method of claim 1, wherein the first surface com-
prises a surface of a receptacle, and wherein the second sur-
face comprises a surface of a closure for the receptacle.

8. The method of claim 1, wherein the change in state
comprises emission of a readable signal from at least one of
the first signaling tag or the second signaling tag, wherein the
at least one of the first signaling tag or the second signaling
tag did not emit a readable signal in the first signal state.

9. The method of claim 1, wherein the change in state
comprises a cessation of emission of a readable signal by at
least one of the first signaling tag or the second signaling tag.

10. The method of claim 1, wherein the change in state
comprises emission of a signal having a different frequency
than a signal emitted in the first signal state.

11. The method of claim 1, wherein the change in state
comprises emission of a signal having a different communi-
cation field than a signal emitted in the first signal state.

12. The method of claim 1, wherein the change in state
comprises emission of a signal having a different amplitude
than a signal emitted in the first signal state.

13. An apparatus for detecting that an object has been
accessed, the apparatus comprising at least one processor,
wherein the at least one processor is configured to cause the
apparatus to at least:

detect a change in state of a signal emitted by at least one of

a first signaling tag carried by a first surface or a second
signaling tag carried by a second surface, the change in
state resulting from the second surface being transi-
tioned from a first position to a second position, wherein
the first signaling tag is positioned on the first surface
and the second signaling tag is positioned on the second
surface such that when the second surface is in the first
position, the first signaling tag and the second signaling
tag are sufficiently proximate to each other such that a
coupling occurs between the first signaling tag and the
second signaling tag, whereby an antenna of at least one
of'the first signaling tag or the second signaling tag is at
least partially detuned by the coupling, thereby resulting
in a first signal state being emitted by at least one of the
first signaling tag or the second signaling tag, and
wherein when the second surface is transitioned from
the first position to the second position, wherein transi-
tioning from the first position to the second position
increases the distance between the first signaling tag and
the second signaling tag such that a decoupling between
the first signaling tag and the second signaling tag results
in the antenna of at least one of the first signaling tag or
the second signaling tag no longer being at least partially
detuned, thereby resulting in a second signal state being
emitted by at least one of the first signaling tag or the
second signaling tag; and

in response to detecting the change in state, determine that

an object associated with at least one of the first signal-
ing tag or the second signaling tag has been accessed.

14. The apparatus of claim 13, wherein the object com-
prises a receptacle in which a healthcare item is stored, and
wherein the at least one processor is further configured to
cause the apparatus to determine, in response to detecting the
change in state, that the healthcare item has been accessed.
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15. The apparatus of claim 13, wherein the object com-
prises a receptacle, and wherein the at least one processor is
further configured to cause the apparatus to determine, in
response to detecting the change in state, one of that an item
has been added to the receptacle or that an item has been
removed from the receptacle.

16. The apparatus of claim 13, wherein the apparatus is
coupled to a tag reader positioned at a station along a con-
veyor system used to move the object, the tag reader being
configured to read a signal emitted by one or more of the first
signaling tag or the second signaling tag, and wherein the at
least one processor is further configured to cause the appara-
tus to detect the change in state based at least in part on an
indication received from the tag reader.

17. The apparatus of claim 13, wherein the first surface
comprises a surface of a receptacle, and wherein the second
surface comprises a surface of a closure for the receptacle.

18. A system for facilitating detection of an object being
accessed, the system comprising:

a first surface;

a second surface;

a first signaling tag carried by the first surface; and

a second signaling tag carried by the second surface;

wherein the first signaling tag is positioned on the first

surface and the second signaling tag is positioned on the
second surface such that when the second surface is in a
first position, the first signaling tag and the second sig-
naling tag are sufficiently proximate to each other such
that a coupling occurs between the first signaling tag and
the second signaling tag, whereby an antenna of at least
one of the first signaling tag or the second signaling tag
is at least partially detuned by the coupling, thereby
resulting in a first signal state being emitted by at least
one of the first signaling tag or the second signaling tag;
and

wherein when the second surface is transitioned from the

first position to a second position, wherein transitioning
from the first position to the second position increases
the distance between the first signaling tag and the sec-
ond signaling tag such that a decoupling between the
first signaling tag and the second signaling tag results in
the antenna of at least one of the first signaling tag or the
second signaling tag no longer being at least partially
detuned, thereby resulting in a second signal state being
emitted by at least one of the first signaling tag or the
second signaling tag.

19. The system of claim 18, wherein one or more of the first
surface or the second surface comprises a surface of the
object.

20. The system of claim 18, wherein the object comprises
a receptacle in which a healthcare item is stored.

21. The system of claim 18, wherein the first surface com-
prises a surface of a receptacle, and wherein the second sur-
face comprises a surface of a closure for the receptacle.

22. The system of claim 18, wherein the second surface
comprises a surface ofthe object, and wherein the first surface
comprises a surface on which the object rests when the second
surface is in the first position.

23. The system of claim 18, further comprising a tag reader
configured to read a signal emitted by one or more of the first
signaling tag or the second signaling tag to enable detection of
a change in state of a signal emitted by at least one of the first
signaling tag or the second signaling tag in an instance in
which the second surface is transitioned from the first position
to the second position.
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